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1
DC-DC CONVERTER

CROSS-REFERENCE TO RELATED
APPLICATION

This application is based upon and claims the benefit of
priority from the prior Japanese Patent Application No. 2013-
031280, filed on Feb. 20, 2013, the entire contents of which
are incorporated herein by reference.

BACKGROUND

1. Field

Embodiments described herein relate to a DC-DC Con-
verter.

2. Background Art

There are step-down positive voltage generating charge
pump DC-DC converters including a flying capacitor and a
decoupling capacitor and inverting negative voltage generat-
ing charge pump DC-DC converters including a flying
capacitor and a decoupling capacitor.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram showing an example of a configuration
of'a DC-DC converter 100 according to a first embodiment;

FIG. 2 is a circuit diagrams showing examples of the states
of the first to fourth switch circuit “SW1” to “SW4” in the
case of the positive voltage generation by the DC-DC con-
verter 100 shown in FIG. 1;

FIG. 3 is a circuit diagrams showing examples of the states
of the first to fourth switch circuit “SW1” to “SW4” in the
case of the positive voltage generation by the DC-DC con-
verter 100 shown in FIG. 1;

FIG. 41s acircuit diagram showing an example of the states
of the first to fourth switch circuit “SW1” to “SW4” in the
case of the negative voltage generation by the DC-DC con-
verter 100 shown in FIG. 1;

FIG. 5 is a circuit diagram showing another example of the
states of the first to fourth switch circuit “SW1” to “SW4” in
the case of the negative voltage generation by the DC-DC
converter 100 shown in FIG. 1;

FIG. 6 is a circuit diagram showing another example of the
states of the first to fourth switch circuit “SW1” to “SW4” in
the case of the negative voltage generation by the DC-DC
converter 100 shown in FIG. 1;

FIG. 7 is a circuit diagram showing an example of a con-
figuration of a DC-DC converter 200 according to a second
embodiment;

FIG. 8 is a circuit diagram showing examples of the states
of the first to fourth switch circuit “SW1” to “SW4” in the
case of the positive voltage generation by the DC-DC con-
verter 200 shown in FIG. 7,

FIG. 9 is a circuit diagram showing examples of the states
of the first to fourth switch circuit “SW1” to “SW4” in the
case of the positive voltage generation by the DC-DC con-
verter 200 shown in FIG. 7,

FIG. 10 is a circuit diagram showing examples of the states
of the first to fourth switch circuit “SW1” to “SW4” in the
positive voltage generation by the DC-DC converter 200
shown in FIG. 7,

FIG. 11 is a circuit diagram showing examples of the states
of the first to fourth switch circuit “SW1” to “SW4” in the
positive voltage generation by the DC-DC converter 200
shown in FIG. 7,

FIG. 12 is a circuit diagram showing an example of the
states of the first to fourth switch circuit “SW1” to “SW4” in
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2

the case of the negative voltage generation by the DC-DC
converter 200 shown in FIG. 7,

FIG. 13 is a circuit diagram showing an example of the
states of the first to fourth switch circuit “SW1” to “SW4” in
the case of the negative voltage generation by the DC-DC
converter 200 shown in FIG. 7,

FIG. 14 is a circuit diagram showing another example of
the states of the first to fourth switch circuits “SW1” to
“SW4” in the case of the negative voltage generation by the
DC-DC converter 200 shown in FIG. 7; and

FIG. 15 is a circuit diagram showing another example of
the states of the first to fourth switch circuits “SW1” to
“SW4” in the case of the negative voltage generation by the
DC-DC converter 200 shown in FIG. 7.

DETAILED DESCRIPTION

In the following, embodiments will be described with ref-
erence to the drawings.

First Embodiment

FIG. 1 is a diagram showing an example of a configuration
of'a DC-DC converter 100 according to a first embodiment.

As shown in FIG. 1, the DC-DC converter 100 includes a
clock terminal “TCLK”, a power supply terminal “TVDD?”, a
grounding terminal “TVSS”, a positive voltage terminal
“TOUTP”, a negative voltage terminal “TOUTM”, a first
switch circuit “SW1”, a second switch circuit “SW2”, a third
switch circuit “SW3”, a fourth switch circuit “SW4”, a first
comparing circuit “AMP1”, a second comparing circuit
“AMP2” and a controlling circuit “CON”.

The first switch circuit “SW1” is configured to permit
conduction between a first reference node “B1” and any one
of a first node “N1” connected to the power supply terminal
“TVDD”, a second node “N2” connected to the positive volt-
age terminal “TOUTP” at which a positive voltage “VOUTP”
is output and a third node “N3” connected to the grounding
terminal “TVSS” in response to a first controlling signal
“SC1”.

The second switch circuit “SW2” is configured to permit
conduction between a second reference node “B2” and any
one of a fourth node “N4” connected to the positive voltage
terminal “TOUTP” and a fifth node “N5” connected to the
grounding terminal “TVSS” in response to a second control-
ling signal “SC2”.

The third switch circuit “SW3” is configured to permit
conduction between a third reference node “B3” and any one
of a sixth node “N6” connected to the grounding terminal
“TVSS” and a seventh node “N7” connected to a negative
voltage terminal “TOUTM” at which a negative voltage
“VOUTM?” is output in response to a third controlling signal
“SC3”.

The fourth switch circuit “SW4” is configured to permit
conduction between a fourth reference node “B4” and any
one of an eighth node “N8” connected to the grounding ter-
minal “TVSS” and a ninth node “N9” connected to the nega-
tive voltage terminal “TOUTM” in response to a fourth con-
trolling signal “SC4”.

The first comparing circuit “AMP1” is configured to com-
pare the voltage at the positive voltage terminal “TOUTP”
and a preset positive first reference voltage “REF1” and out-
put a first comparison signal “Srl1” depending on the com-
parison result.

The second comparing circuit “AMP2” is configured to
compare the voltage at the negative voltage terminal
“TOUTM” and a preset negative second reference voltage
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“REF2” and output a second comparison signal “Sr2”
depending on the comparison result.

For example, the first reference voltage “REF1”is set to be
equal to the absolute value of the second reference voltage
“REF2”.

The controlling circuit “CON” is configured to output the
firstto fourth controlling signals “SC1” to “SC4” based on the
first and second comparison signals “Sr1” and “Sr2” to con-
trol operations of the first to fourth switch circuits “SW1” to
“SW4”.

For example, the controlling circuit “CON” generates the
first to fourth controlling signals “SC1” to “SC4” from a clock
signal “CLK?”, which is input thereto via the clock terminal
“TCLK”.

A first capacitor (a decoupling capacitor) “CAP1” is con-
nected between the positive voltage terminal “TOUTP” and
the grounding terminal “TVSS”. That is, the first capacitor
“CAP1” is connected external to the DC-DC converter 100.

A second capacitor (a decoupling capacitor) “CAP2” is
connected between the grounding terminal “TVSS” and the
negative voltage terminal “TOUTM”. That is, the second
capacitor “CAP2” is also connected external to the DC-DC
converter 100.

A third capacitor (a switched decoupling capacitor)
“CAP3” is connected between the second reference node
“B2” and the third reference node “B3”. That is, the third
capacitor “CAP3” is also connected external to the DC-DC
converter 100.

Although the first to third capacitors “CAP1” to “CAP3”
are connected external to the DC-DC converter 100 as
described above, the DC-DC converter 100 may contain the
first to third capacitors “CAP1” to “CAP3” as required.

A fourth capacitor (a flyback capacitor) “CAP4” is con-
nected between the first reference node “B1” and the fourth
reference node “B4”. That is, the fourth capacitor “CAP4” is
also connected external to the DC-DC converter 100.

Note that although the fourth capacitor “CAP4” is con-
nected external to the DC-DC converter 100 as described
above, the DC-DC converter 100 may contain the fourth
capacitor “CAP4” as required.

For example, the capacitance of the fourth capacitor
“CAP4” is set to be equal to or lower than the capacitances of
the first to third capacitors “CAP1” to “CAP3”.

For example, the capacitance of the third capacitor
“CAP3” is set to be equal to or lower than the capacitances of
the first and second capacitors “CAP1” and “CAP2”.

Next, an example of an operation of the DC-DC converter
100 configured as described above will be described.

First, an output voltage boosting operation in a case of
positive voltage generation according to the first embodiment
will be described. FIGS. 2 and 3 are circuit diagrams showing
examples of the states of the first to fourth switch circuit
“SW1” to “SW4” in the case of the positive voltage genera-
tion by the DC-DC converter 100 shown in FIG. 1.

For example, in the positive voltage generation, the con-
trolling circuit “CON” controls the first to fourth switch cir-
cuits “SW1” to “SW4” with the first to fourth controlling
signals “SC1” to “SC4”, thereby permitting conduction
between the first node “N1” and the first reference node “B1”
and the connection between the eighth node “N8” and the
fourth reference node “B4” (FIG. 2).

As a result, the fourth capacitor “CAP4” is charged.

At this point in time, in the example shown in FIG. 2, the
second switch circuit “SW2” has permitted conduction
between the fourth node “N4” and the second reference node
“B2”. Alternatively, however, the second switch circuit
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4

“SW2” may have permitted conduction between the fifth
node “N5” and the second reference node “B2”.

Similarly, in the example shown in FIG. 2, the third switch
circuit “SW3” has permitted conduction between the sixth
node “N6” and the third reference node “B3”. Alternatively,
however, the third switch circuit “SW3” may have permitted
conduction between the seventh node “N7” and the third
reference node “B3”.

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the fourth node “N4” and the second refer-
ence node “B2” and conduction between the sixth node “N6”
and the third reference node “B3” (FIG. 3).

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the second node “N2” and the first reference
node “B1” (FIG. 3).

As a result, the first and third capacitors “CAP1” and
“CAP3” and the fourth capacitor “CAP4” are connected in
parallel with each other and exchange charges.

As a result, the voltage “VOUTP” at the positive voltage
terminal “TOUTP” increases.

Since the ratio of the sum of the capacitances of the first
capacitor “CAP1” and the third capacitor “CAP3” to the
capacitance of the fourth capacitor “CAP4” increases, a
ripple voltage at the positive voltage terminal “TOUTP” is
reduced.

In the case of positive voltage generation, after conduction
between the second node “N2” and the first reference node
“B1” is permitted, if the voltage at the positive voltage termi-
nal “TOUTP” is lower than the first reference voltage
“REF1”, the controlling circuit “CON” controls the first
switch circuit “SW1” with the first controlling signal “SC1”
to alternately switch between the state where the first node
“N1” and the first reference node “B1” are conductive to each
other and the state where the second node “N2” and the first
reference node “B1” are conductive to each other.

On the other hand, in the case of the positive voltage
generation, if the voltage at the positive voltage terminal
“TOUTP” is equal to or higher than the first reference voltage
“REF1”, the controlling circuit “CON” controls the first
switch circuit “SW1” with the first controlling signal “SC1”
to keep the state where the second node “N2” and the first
reference node “B1” are conductive to each other, for
example.

Note that the second and third switch circuits “SW2” and
“SW3” perform switching operations only when the connec-
tion of the fourth capacitor “CAP4” is switched from the
positive voltage terminal “TOUTP” to the negative voltage
terminal “TOUTM” and vice versa.

In addition, with the first to fourth controlling signals
“SC1” to “SC4”, the controlling circuit “CON” adjusts the
timings of the first to fourth switch circuits “SW1” to “SW4”
so0 as to prevent the first to fourth switch circuits “SW1” to
“SW4” from being turned on at the same time.

By the operation described above, the voltage “VOUTP” at
the positive voltage terminal “TOUTP” is controlled to be a
predetermined value.

Next, an example of an output voltage boosting operation
in a case of negative voltage generation according to the first
embodiment will be described. In the following description,
boosting in the case of the negative voltage generation means
to decrease the potential of a negative voltage.
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FIG. 41s acircuit diagram showing an example of the states
of the first to fourth switch circuit “SW1” to “SW4” in the
case of the negative voltage generation by the DC-DC con-
verter 100 shown in FIG. 1.

For example, in the case of the negative voltage generation,
as in the positive voltage generation described above, the
controlling circuit “CON” controls the first to fourth switch
circuits “SW1” to “SW4” with the first to fourth controlling
signals “SC1” to “SC4”, thereby permitting conduction
between the first node “N1” and the first reference node “B1”
and conductive between the eighth node “N8” and the fourth
reference node “B4” (FIG. 2).

As aresult, as in the case of the positive voltage generation
described above, the fourth capacitor “CAP4” is charged.

At this point in time, in the example shown in FIG. 2, the
second switch circuit “SW2” has permitted conduction
between the fourth node “N4” and the second reference node
“B2”. Alternatively, however, the second switch circuit
“SW2” may have permitted conduction between the fifth
node “N5” and the second reference node “B2”.

Similarly, in the example shown in FIG. 2, the third switch
circuit “SW3” has permitted conduction between the sixth
node “N6” and the third reference node “B3”. Alternatively,
however, the third switch circuit “SW3” may have permitted
conduction between the seventh node “N7” and the third
reference node “B3”.

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the fifth node “N5” and the second reference
node “B2” and conduction between the seventh node “N7”
and the third reference node “B3” (FIG. 4).

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the third node “N3” and the first reference
node “B1”” and conduction between the ninth node “N9” and
the fourth reference node “B4” (FIG. 4).

As a result, the second and third capacitors “CAP2” and
“CAP3” and the fourth capacitor “CAP4” are connected in
parallel with each other and exchange charges.

As aresult, the voltage “VOUTM?” at the negative voltage
terminal “TOUTM” increases.

Since the ratio of the sum of the capacitances of the second
capacitor “CAP2” and the third capacitor “CAP3” to the
capacitance of the fourth capacitor “CAP4” increases, a
ripple voltage at the negative voltage terminal “TOUTM” is
reduced.

In the case of the negative voltage generation, after con-
duction between the third node “N3” and the first reference
node “B1”” and conduction between the ninth node “N9” and
the fourth reference node “B4” are permitted, if the voltage at
the negative voltage terminal “TOUTM” is lower than the
second reference voltage “REF2” (strictly speaking, if the
absolute value of the voltage at the negative voltage terminal
“TOUTM?” is smaller than the absolute value of the second
reference voltage “REF2”), the controlling circuit “CON”
controls the first and fourth switch circuits “SW1” and
“SW4” with the first and fourth controlling signals “SC1” and
“SC4” to alternately switch between the state where the first
node “N1” and the first reference node “B1” are conductive to
each other and the eighth node “N8” and the fourth reference
node “B4” are conductive to each other and the state where
the third node “N3” and the first reference node “B1” are
conductive to each other and the ninth node “N9” and the
fourth reference node “B4” are conductive to each other.
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On the other hand, in the negative voltage generation, if the
voltage at the negative voltage terminal “TOUTM” is equal to
or higher than the second reference voltage “REF2” (strictly
speaking, if the absolute value of the voltage at the negative
voltage terminal “TOUTM” is equal to or greater than the
absolute value of the second reference voltage “REF2”), the
controlling circuit “CON” controls the first and fourth switch
circuits “SW1” and “SW4” with the first and fourth control-
ling signals “SC1” and “SC4” to keep the state where the third
node “N3” and the first reference node “B1” are conductive to
each other and the ninth node “N9” and the fourth reference
node “B4” are conductive to each other, for example.

Note that the second and third switch circuits “SW2” and
“SW3” perform switching operations only when the connec-
tion target of the fourth capacitor “CAP4” is switched from
the positive voltage terminal “TOUTP” to the negative volt-
age terminal “TOUTM” and vice versa.

In addition, with the first to fourth controlling signals
“SC1” to “SC4”, the controlling circuit “CON” adjusts the
timings of the first to fourth switch circuits “SW1” to “SW4”
so0 as to prevent the first to fourth switch circuits “SW1” to
“SW4” from being turned on at the same time.

By the operation described above, the voltage “VOUTM”
at the negative voltage terminal “TOUTM” is controlled to be
a predetermined value.

Next, another example of the output voltage boosting
operation in the case of the negative voltage generation
according to the first embodiment will be described.

FIGS. 5 and 6 are circuit diagrams showing another
example of the states of the first to fourth switch circuit
“SW1” to “SW4” in the case of the negative voltage genera-
tion by the DC-DC converter 100 shown in FIG. 1.

As shown in FIG. 5, in the case of the negative voltage
generation, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the second node “N2” and the first reference
node “B1” and the connection between the eighth node “N8”
and the fourth reference node “B4”.

As a result, the fourth capacitor “CAP4” is charged.

At this point in time, in the example shown in FIG. 5, the
second switch circuit “SW2” has permitted conduction
between the fourth node “N4” and the second reference node
“B2”. Alternatively, however, the second switch circuit
“SW2” may have permitted conduction between the fifth
node “N5” and the second reference node “B2”.

Similarly, in the example shown in FIG. 5, the third switch
circuit “SW3” has permitted conduction between the sixth
node “N6” and the third reference node “B3”. Alternatively,
however, the third switch circuit “SW3” may have permitted
conduction between the seventh node “N7” and the third
reference node “B3”.

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the fifth node “N5” and the second reference
node “B2” and conduction between the seventh node “N7”
and the third reference node “B3” (FIG. 6).

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the third node “N3” and the first reference
node “B1” and conduction between the ninth node “N9” and
the fourth reference node “B4” (FIG. 6).

As a result, the second and third capacitors “CAP2” and
“CAP3” and the fourth capacitor “CAP4” are connected in
parallel with each other and exchange charges.
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As aresult, the voltage “VOUTM?” at the negative voltage
terminal “TOUTM” increases.

Since the ratio of the sum of the capacitances of the second
capacitor “CAP2” and the third capacitor “CAP3” to the
capacitance of the fourth capacitor “CAP4” increases, a
ripple voltage at the negative voltage terminal “TOUTM” is
reduced.

In the case of the negative voltage generation, after con-
duction between the third node “N3” and the first reference
node “B1” is permitted, if the voltage at the negative voltage
terminal “TOUTM” is lower than the second reference volt-
age “REF2” (strictly speaking, if the absolute value of the
voltage at the negative voltage terminal “TOUTM” is smaller
than the absolute value of the second reference voltage
“REF2”), the controlling circuit “CON” controls the first
switch circuit “SW1” with the first controlling signal “SC1”
to alternately switch between the state where the second node
“N2” and the first reference node “B1” are connected to each
other and the state where the third node “N3” and the first
reference node “B1” are connected to each other.

In addition, the controlling circuit “CON” controls the
fourth switch circuit “SW4” with the fourth controlling signal
“SC4” to alternately switch between the state where the
eighth node “N8” and the fourth reference node “B4” are
conductive to each other and the state where the ninth node
“N9” and the fourth reference node “B4” are conductive to
each other.

On the other hand, in the negative voltage generation, if the
voltage at the negative voltage terminal “TOUTM” is equal to
or higher than the second reference voltage “REF2” (strictly
speaking, if the absolute value of the voltage at the negative
voltage terminal “TOUTM” is equal to or greater than the
absolute value of the second reference voltage “REF2”), the
controlling circuit “CON” controls the first switch circuit
“SW1” with the first controlling signal “SC1” to keep the
state where the third node “N3” and the first reference node
“B1” are conductive to each other and the ninth node “N9”
and the fourth reference node “B4” are conductive to each
other, for example.

The second and third switch circuits “SW2” and “SW3”
perform switching operations only when the connection tar-
get of the fourth capacitor “CAP4” is switched from the
positive voltage terminal “TOUTP” to the negative voltage
terminal “TOUTM” and vice versa.

In addition, with the first to fourth controlling signals
“SC1” to “SC4”, the controlling circuit “CON” adjusts the
timings of the first to fourth switch circuits “SW1” to “SW4”
s0 as to prevent the first to fourth switch circuits “SW1” to
“SW4” from being turned on at the same time.

By the operation described above, the voltage “VOUTM”
at the negative voltage terminal “TOUTM?” is controlled to be
a predetermined value.

Note that the controlling circuit “CON” may control the
first switch circuit “SW1” with the first controlling signal
“SC1” to randomly change the period for which the first node
“N1” and the first reference node “B1” are conductive to each
other.

For example, by discretely changing the period of the first
controlling signal “SC1” by discretely changing the duty
cycle of the clock signal “CLK” and the periods for which the
switch circuits are not connected to any poles, the controlling
circuit “CON” can randomly change the period for which the
first node “N1” and the first reference node “B1” are conduc-
tive to each other, and can randomly change the period for
which the eighth node “N8” and the fourth reference node
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“B4” are conductive to each other by controlling the fourth
switch circuit “SW4” with the fourth controlling signal
“SC4”.

Alternatively, the controlling circuit “CON” may ran-
domly change the period for which the second node “N2”” and
the first reference node “B1” are conductive to each other by
controlling the first switch circuit “SW1” with the first con-
trolling signal “SC1”, and may randomly change the period
for which the eighth node “N8” and the fourth reference node
“B4” are conductive to each other by controlling the fourth
switch circuit “SW4” with the fourth controlling signals
“SC4”.

For example, the controlling circuit “CON” can randomly
change the period for which the second node “N2” and the
first reference node “B1” are conductive to each other and the
period for which the eighth node “N8” and the fourth refer-
ence node “B4” are conductive to each other by discretely
changing the periods of the first and fourth controlling signals
“SC1” and “SC4” by discretely changing the duty cycle ofthe
clock signal “CLK” and the periods for which the switch
circuits are not connected to any poles.

In this way, the maximum spurious level under a light load
condition can be reduced.

As can be seen from the above description, the DC-DC
converter according to the first embodiment can reduce the
ripple voltage.

In addition, since the capacitance of the flying capacitor is
increased while assuring a high capacitance ratio between the
flying capacitor and the decoupling capacitor, the DC-DC
converter is improved in load resistance current characteris-
tics and can reduce the output ripple voltage.

Since the capacitances of the external capacitors depend on
the size of the chip components, for products with high pack-
aging densities, such as cellular phones and audio players, the
size of capacitors can be adjusted depending on whether the
purpose is to improve the load resistance current characteris-
tics or to reduce the output ripple voltage.

Second Embodiment

FIG. 7 is a circuit diagram showing an example of a con-
figuration of a DC-DC converter 200 according to a second
embodiment. In FIG. 7, the same reference symbols as those
in FIG. 1 denote the same components as those in the first
embodiment.

As shown in FIG. 7, the DC-DC converter 200 includes the
clock terminal “TCLK”, the power supply terminal “TVDD”,
the grounding terminal “TVSS”, the positive voltage terminal
“TOUTP”, the negative voltage terminal “TOUTM”, the first
switch circuit “SW1”, the second switch circuit “SW2”, the
third switch circuit “SW3”, the fourth switch circuit “SW4”,
the first comparing circuit “AMP1”, the second comparing
circuit “AMP2” and the controlling circuit “CON”.

In the second embodiment, the fourth switch circuit “SW4”
is configured to permit conduction between the fourth refer-
ence node “B4” and any one of the eighth node “N8”, the
ninth node “N9” and a tenth node “N10” connected to the
positive voltage terminal “TOUTP” in response to the fourth
controlling signals “SC4”.

The remainder of the configuration of the DC-DC con-
verter 200 is the same as that of the DC-DC converter 100
shown in FIG. 1.

Next, an example of an operation of the DC-DC converter
200 configured as described above will be described.

First, an example of an output voltage boosting operation
in a case of positive voltage generation according to the
second embodiment will be described. FIGS. 8 and 9 are



US 9,071,128 B2

9

circuit diagrams showing examples of the states of the first to
fourth switch circuit “SW1” to “SW4” in the case of the
positive voltage generation by the DC-DC converter 200
shown in FIG. 7.

For example, in the case of the positive voltage generation,
the controlling circuit “CON” controls the first to fourth
switch circuits “SW1” to “SW4” with the first to fourth con-
trolling signals “SC1” to “SC4”, thereby permitting conduc-
tion between the first node “N1” and the first reference node
“B1” and the connection between the eighth node “N8” and
the fourth reference node “B4” (FIG. 8).

As a result, the fourth capacitor “CAP4” is charged.

At this point in time, in the example shown in FIG. 8, the
second switch circuit “SW2” has permitted conduction
between the fourth node “N4” and the second reference node
“B2”. Alternatively, however, the second switch circuit
“SW2” may have permitted conduction between the fifth
node “N5” and the second reference node “B2”.

Similarly, in the example shown in FIG. 8, the third switch
circuit “SW3” has permitted conduction between the sixth
node “N6” and the third reference node “B3”. Alternatively,
however, the third switch circuit “SW3” may have permitted
conduction between the seventh node “N7” and the third
reference node “B3”.

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the fourth node “N4” and the second refer-
ence node “B2” and conduction between the sixth node “N6”
and the third reference node “B3” (FIG. 9).

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the second node “N2” and the first reference
node “B1” (FIG. 9).

As a result, the first and third capacitors “CAP1” and
“CAP3”, and the fourth capacitor “CAP4” are connected in
parallel with each other and exchange charges.

As a result, the voltage “VOUTP” at the positive voltage
terminal “TOUTP” increases.

Since the ratio of the sum of the capacitances of the first
capacitor “CAP1” and the third capacitor “CAP3” to the
capacitance of the fourth capacitor “CAP4” increases, a
ripple voltage at the positive voltage terminal “TOUTP” is
reduced.

In the case of the positive voltage generation, after conduc-
tion between the second node “N2” and the first reference
node “B1” is permitted, if the voltage at the positive voltage
terminal “TOUTP” is lower than the first reference voltage
“REF1”, the controlling circuit “CON” controls the first
switch circuit “SW1” with the first controlling signal “SC1”
to alternately switch between the state where the first node
“N1” and the first reference node “B1” are conductive to each
other and the state where the second node “N2” and the first
reference node “B1” are conductive to each other.

On the other hand, in the case of the positive voltage
generation, if the voltage at the positive voltage terminal
“TOUTP” is equal to or higher than the first reference voltage
“REF1”, the controlling circuit “CON” controls the first
switch circuit “SW1” with the first controlling signal “SC1”
to keep the state where the second node “N2” and the first
reference node “B1” are conductive to each other, for
example.

Note that the second and third switch circuits “SW2” and
“SW3” perform switching operations only when the connec-
tion target of the fourth capacitor “CAP4” is switched from
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the positive voltage terminal “TOUTP” to the negative volt-
age terminal “TOUTM” and vice versa.

In addition, with the first to fourth controlling signals
“SC1” to “SC4”, the controlling circuit “CON” adjusts the
timings of the first to fourth switch circuits “SW1” to “SW4”
so0 as to prevent the first to fourth switch circuits “SW1” to
“SW4” from being turned on at the same time.

By the operation described above, the voltage “VOUTP” at
the positive voltage terminal “TOUTP” is controlled to be a
predetermined value.

Next, another example of the output voltage boosting
operation in the case of the positive voltage generation
according to the second embodiment will be described.

FIGS. 10 and 11 are circuit diagrams showing examples of
the states of the first to fourth switch circuit “SW1” to “SW4”
in the positive voltage generation by the DC-DC converter
200 shown in FIG. 7.

For example, in the case of the positive voltage generation,
the controlling circuit “CON” controls the first to fourth
switch circuits “SW1” to “SW4” with the first to fourth con-
trolling signals “SC1” to “SC4”, thereby permitting conduc-
tion between the first node “N1” and the first reference node
“B1” and the connection between the tenth node “N10” and
the fourth reference node “B4” (FIG. 10).

As a result, the fourth capacitor “CAP4” and the first
capacitor “CAP1” are connected in series between the power
supply terminal “TVDD” and the grounding terminal
“TVSS”. That is, the first capacitor “CAP1” and the fourth
capacitor “CAP4” are charged. Concerning the voltage of the
fourth capacitor “CAP4”, the voltage “VOUTP” is about a
half of the power supply voltage.

At this point in time, in the example shown in FIG. 10, the
second switch circuit “SW2” has permitted conduction
between the fourth node “N4” and the second reference node
“B2”. Alternatively, however, the second switch circuit
“SW2” may have permitted conduction between the fifth
node “N5” and the second reference node “B2”.

Similarly, in the example shown in FIG. 10, the third switch
circuit “SW3” has permitted conduction between the sixth
node “N6” and the third reference node “B3”. Alternatively,
however, the third switch circuit “SW3” may have permitted
conduction between the seventh node “N7” and the third
reference node “B3”.

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the fourth node “N4” and the second refer-
ence node “B2” and the connection between the sixth node
“N6” and the third reference node “B3” (FIG. 11).

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the second node “N2” and the first reference
node “B1” and the connection between the eighth node “N8”
and the fourth reference node “B4” (FIG. 11).

As a result, the first and third capacitors “CAP1” and
“CAP3” and the fourth capacitor “CAP4” are connected in
parallel with each other and exchange charges.

Therefore, the voltage “VOUTP” at the positive voltage
terminal “TOUTP” increases.

Since the ratio of the sum of the capacitances of the first
capacitor “CAP1” and the third capacitor “CAP3” to the
capacitance of the fourth capacitor “CAP4” increases, a
ripple voltage at the positive voltage terminal “TOUTP” is
reduced.

Inthe case of the positive voltage generation, after conduc-
tion between the second node “N2” and the first reference



US 9,071,128 B2

11

node “B1” and conduction between the eighth node “N8”” and
the fourth reference node “B4” are permitted, if the voltage at
the positive voltage terminal “TOUTP” is lower than the first
reference voltage “REF1”, the controlling circuit “CON”
controls the first and fourth switch circuits “SW1” and
“SW4” with the first and fourth controlling signals “SC1” and
“SC4” to alternately switch between the state where the first
node “N1” and the first reference node “B1” are conductive to
each other and the tenth node “N10” and the fourth reference
node “B4” are conductive to each other and the state where
the second node “N2” and the first reference node “B1” are
conductive to each other and the eighth node “N8” and the
fourth reference node “B4” are conductive to each other.

On the other hand, in the case of the positive voltage
generation, if the voltage at the positive voltage terminal
“TOUTP” is equal to or higher than the first reference voltage
“REF17, the controlling circuit “CON” controls the first and
fourth switch circuits “SW1” and “SW4” with the first and
fourth controlling signals “SC1” and “SC4” to keep the state
where the second node “N2” and the first reference node “B1”
are conductive to each other and the eight node “N8” and the
fourth reference node “B4” are conductive to each other, for
example.

Note that the second and third switch circuits “SW2” and
“SW3” perform switching operations only when the connec-
tion target of the fourth capacitor “CAP4” is switched from
the positive voltage terminal “TOUTP” to the negative volt-
age terminal “TOUTM” and vice versa.

In addition, with the first to fourth controlling signals
“SC1” to “SC4”, the controlling circuit “CON” adjusts the
timings of the first to fourth switch circuits “SW1” to “SW4”
s0 as to prevent the first to fourth switch circuits “SW1” to
“SW4” from being turned on at the same time.

By the operation described above, the voltage “VOUTP” at
the positive voltage terminal “TOUTP” is controlled to be a
predetermined value.

Next, an example of an output voltage boosting operation
in a case of negative voltage generation according to the
second embodiment will be described.

FIGS. 12 and 13 are circuit diagrams showing an example
of the states of the first to fourth switch circuit “SW1” to
“SW4” in the case of the negative voltage generation by the
DC-DC converter 200 shown in FIG. 7.

For example, in the negative voltage generation, the con-
trolling circuit “CON” controls the first to fourth switch cir-
cuits “SW1” to “SW4” with the first to fourth controlling
signals “SC1” to “SC4”, thereby permitting conduction
between the first node “N1” and the first reference node “B1”
and the connection between the eighth node “N8” and the
fourth reference node “B4” (FIG. 12).

As aresult, as in the case of the positive voltage generation
described above, the fourth capacitor “CAP4” is charged.

At this point in time, in the example shown in FIG. 12, the
second switch circuit “SW2” has permitted conduction
between the fourth node “N4” and the second reference node
“B2”. Alternatively, however, the second switch circuit
“SW2” may have permitted conduction between the fifth
node “N5” and the second reference node “B2”.

Similarly, in the example shown in FIG. 12, the third switch
circuit “SW3” has permitted conduction between the sixth
node “N6” and the third reference node “B3”. Alternatively,
however, the third switch circuit “SW3” may have permitted
conduction between the seventh node “N7” and the third
reference node “B3”.

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
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12
duction between the fifth node “N5” and the second reference
node “B2” and the connection between the seventh node
“N7” and the third reference node “B3” (FIG. 13).

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the third node “N3” and the first reference
node “B1” and the connection between the ninth node “N9”
and the fourth reference node “B4” (FIG. 13).

As a result, the second and third capacitors “CAP2” and
“CAP3”, and the fourth capacitor “CAP4” are connected in
parallel with each other and exchange charges.

Therefore, the voltage “VOUTM” at the negative voltage
terminal “TOUTM” increases.

Since the ratio of the sum of the capacitances of the second
capacitor “CAP2” and the third capacitor “CAP3” to the
capacitance of the fourth capacitor “CAP4” increases, a
ripple voltage at the negative voltage terminal “TOUTM” is
reduced.

In the case of the negative voltage generation, after con-
duction between the third node “N3” and the first reference
node “B1” and conduction between the ninth node “N9” and
the fourth reference node “B4” are permitted, if the voltage at
the negative voltage terminal “TOUTM” is lower than the
second reference voltage “REF2” (strictly speaking, if the
absolute value of the voltage at the negative voltage terminal
“TOUTM?” is smaller than the absolute value of the second
reference voltage “REF2”), the controlling circuit “CON”
controls the first and fourth switch circuits “SW1” and
“SW4” with the first and fourth controlling signals “SC1”” and
“SC4” to alternately switch between the state where the first
node “N1” and the first reference node “B1” are conductive to
each other and the eighth node “N8” and the fourth reference
node “B4” are conductive to each other and the state where
the third node “N3” and the first reference node “B1” are
conductive to each other and the ninth node “N9” and the
fourth reference node “B4” are conductive to each other.

On the other hand, in the case of the negative voltage
generation, if the voltage at the negative voltage terminal
“TOUTM?” is equal to or higher than the second reference
voltage “REF2” (strictly speaking, if the absolute value of the
voltage at the negative voltage terminal “TOUTM” is equal to
or greater than the absolute value of the second reference
voltage “REF2”), the controlling circuit “CON” controls the
first and fourth switch circuits “SW1” and “SW4” with the
first and fourth controlling signals “SC1” and “SC4” to keep
the state where the third node “N3” and the first reference
node “B1” are conductive to each other and the ninth node
“N9” and the fourth reference node “B4” are conductive to
each other, for example.

Note that the second and third switch circuits “SW2” and
“SW3” perform switching operations only when the connec-
tion target of the fourth capacitor “CAP4” is switched from
the positive voltage terminal “TOUTP” to the negative volt-
age terminal “TOUTM” and vice versa.

In addition, with the first to fourth controlling signals
“SC1” to “SC4”, the controlling circuit “CON” adjusts the
timings of the first to fourth switch circuits “SW1” to “SW4”
so0 as to prevent the first to fourth switch circuits “SW1” to
“SW4” from being turned on at the same time.

By the operation described above, the voltage “VOUTM”
at the negative voltage terminal “TOUTM” is controlled to be
a predetermined value.

Next, another example of the output voltage boosting
operation in the negative voltage generation according to the
second embodiment will be described.
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FIGS. 14 and 15 are circuit diagrams showing another
example of the states of the first to fourth switch circuits
“SW1” to “SW4” in the case of the negative voltage genera-
tion by the DC-DC converter 200 shown in FIG. 7.

As shown in FIG. 14, in the case of the negative voltage
generation, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the second node “N2” and the first reference
node “B1” and tcondution between the eighth node “N8”” and
the fourth reference node “B4”.

As a result, the fourth capacitor “CAP4” is charged.

At this point in time, in the example shown in FIG. 14, the
second switch circuit “SW2” has permitted conduction
between the fourth node “N4” and the second reference node
“B2”. Alternatively, however, the second switch circuit
“SW2” may have permitted conduction between the fifth
node “N5” and the second reference node “B2”.

Furthermore, in the example shown in FIG. 14, the third
switch circuit “SW3” has permitted conduction between the
sixth node “N6” and the third reference node “B3”. Alterna-
tively, however, the third switch circuit “SW3” may have
permitted conduction between the seventh node “N7” and the
third reference node “B3”.

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the fifth node “N5” and the second reference
node “B2” and conduction between the seventh node “N7”
and the third reference node “B3” (FIG. 15).

Then, the controlling circuit “CON” controls the first to
fourth switch circuits “SW1” to “SW4” with the first to fourth
controlling signals “SC1” to “SC4”, thereby permitting con-
duction between the third node “N3” and the first reference
node “B1”” and conduction between the ninth node “N9” and
the fourth reference node “B4” (FIG. 15).

As a result, the second and third capacitors “CAP2” and
“CAP3”, and the fourth capacitor “CAP4” are connected in
parallel with each other and exchange charges.

Therefore, the voltage “VOUTM” at the negative voltage
terminal “TOUTM” increases.

Since the ratio of the sum of the capacitances of the second
capacitor “CAP2” and the third capacitor “CAP3” to the
capacitance of the fourth capacitor “CAP4” increases, a
ripple voltage at the negative voltage terminal “TOUTM” is
reduced.

In the case of the negative voltage generation, after con-
duction between the third node “N3” and the first reference
node “B1” is permitted, if the voltage at the negative voltage
terminal “TOUTM” is lower than the second reference volt-
age “REF2” (strictly speaking, if the absolute value of the
voltage at the negative voltage terminal “TOUTM” is smaller
than the absolute value of the second reference voltage
“REF2”), the controlling circuit “CON” controls the first
switch circuit “SW1” with the first controlling signal “SC1”
to alternately switch between the state where the second node
“N2” and the first reference node “B1” are conductive to each
other and the state where the third node “N3” and the first
reference node “B1” are conductive to each other.

In addition, the controlling circuit “CON” controls the
fourth switch circuit “SW4” with the fourth controlling signal
“SC4” to alternately switch between the state where the
eighth node “N8” and the fourth reference node “B4” are
conductive to each other and the state where the ninth node
“N9” and the fourth reference node “B4” are conductive to
each other.
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On the other hand, in the case of the negative voltage
generation, if the voltage at the negative voltage terminal
“TOUTM?” is equal to or higher than the second reference
voltage “REF2” (strictly speaking, if the absolute value of the
voltage at the negative voltage terminal “TOUTM” is equal to
or greater than the absolute value of the second reference
voltage “REF2”), the controlling circuit “CON” controls the
first switch circuit “SW1” with the first controlling signal
“SC1”to keep the state where the third node “N3” and the first
reference node “B1” are conductive to each other and the
ninth node “N9” and the fourth reference node “B4” are
conductive to each other, for example.

Note that the second and third switch circuits “SW2” and
“SW3” perform switching operations only when the connec-
tion target of the fourth capacitor “CAP4” is switched from
the positive voltage terminal “TOUTP” to the negative volt-
age terminal “TOUTM” and vice versa.

In addition, with the first to fourth controlling signals
“SC1” to “SC4”, the controlling circuit “CON” adjusts the
timings of the first to fourth switch circuits “SW1” to “SW4”
so0 as to prevent the first to fourth switch circuits “SW1” to
“SW4” from being turned on at the same time.

By the operation described above, the voltage “VOUTM”
at the negative voltage terminal “TOUTM” is controlled to be
a predetermined value.

Note that the controlling circuit “CON” may control the
first and fourth switch circuits “SW1” and “SW4” with the
first and fourth controlling signals “SC1” and “SC4” to ran-
domly change the period for which the first node “N1” and the
first reference node “B1” are conductive to each other and the
period for which the tenth node “N10” and the fourth refer-
ence node “B4” are conductive to each other.

For example, by discretely changing the duty cycle of the
clock signal “CLK” and the periods for which the switch
circuits are not connected to any poles, the controlling circuit
“CON” can randomly change the period for which the first
node “N1” and the first reference node “B1” are conductive to
each other and the period for which the tenth node “N10” and
the fourth reference node “B4” are conductive to each other
by discretely changing the periods of the first and fourth
controlling signals “SC1” and “SC4”.

In this way, the maximum spurious level under a light load
condition can be reduced.

As can be seen from the above description, the DC-DC
converter according to the second embodiment can reduce the
ripple voltage, as with the DC-DC converter according to the
first embodiment.

Inparticular, according to the first embodiment, in the case
of' the positive voltage generation, the DC-DC converter can
achieve high efficiency with reduced ripple only when the
VDD voltage and the output voltage (VOUTP) are close to
each other. According to the second embodiment, however,
application is possible to an high efficient circuit configura-
tion with reduced ripple when the output voltage is about a
half of the power supply voltage.

According to this embodiment, furthermore, the power
supply voltage may be monitored, and the operation mode
may be switched depending on the status of the power supply
voltage. Furthermore, the DC-DC converter according to this
embodiment can also be used as a positive and negative power
supply for a class-G amplifier, for example.

While certain embodiments have been described, these
embodiments have been presented by way of example only,
and are not intended to limit the scope of the inventions.
Indeed, the novel methods and systems described herein may
be embodied in a variety of other forms; furthermore, various
omissions, substitutions and changes in the form of the meth-
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ods and systems described herein may be made without
departing from the spirit of the inventions. The accompanying
claims and their equivalents are intended to cover such forms
or modifications as would fall within the scope and spirit of
the inventions.

What is claimed is:

1. A DC-DC converter, comprising:

afirst switch circuit that permits conduction between a first
reference node and any one of a first node connected to
a power supply terminal, a second node connected to a
positive voltage terminal at which a positive voltage is
output and a third node connected to a grounding termi-
nal in response to a first controlling signal;

a second switch circuit that permits conduction between a
second reference node and any one of a fourth node
connected to the positive voltage terminal and a fifth
node connected to the grounding terminal in response to
a second controlling signal;

a third switch circuit that permits conduction between a
third reference node and any one of a sixth node con-
nected to the grounding terminal and a seventh node
connected to a negative voltage terminal at which a
negative voltage is output in response to a third control-
ling signal;

a fourth switch circuit that permits conduction between a
fourth reference node and any one of an eighth node
connected to the grounding terminal and a ninth node
connected to the negative voltage terminal in response to
a fourth controlling signal;

a first comparing circuit that compares a voltage at the
positive voltage terminal and a preset positive first ref-
erence voltage and outputs a first comparison signal
responsive to the comparison result;

a second comparing circuit that compares a voltage at the
negative voltage terminal and a preset negative second
reference voltage and outputs a second comparison sig-
nal responsive to the comparison result; and

a controlling circuit that outputs the first to fourth control-
ling signals based on the first and second comparison
signals to control operations of the first to fourth switch
circuits,

wherein a first capacitor is connected between the positive
voltage terminal and the grounding terminal,

a second capacitor is connected between the grounding
terminal and the negative voltage terminal,

athird capacitor is connected between the second reference
node and the third reference node, and

a fourth capacitor is connected between the first reference
node and the fourth reference node.

2. The DC-DC converter according to claim 1, wherein in

a case of positive voltage generation,

the controlling circuit controls the first to fourth switch
circuits with the first to fourth controlling signals,
thereby

permitting conduction between the first node and the first
reference node and conduction between the eighth node
and the fourth reference node,

then permitting conduction between the fourth node and
the second reference node and conduction between the
sixth node and the third reference node, and

then permitting conduction between the second node and
the first reference node.

3. The DC-DC converter according to claim 2, wherein in

a case where the voltage at the positive voltage terminal is
lower than the first reference voltage, the controlling circuit
controls the first switch circuit with the first controlling signal
to alternately switch between the state where the first node
and the first reference node are conductive to each other and
the state where the second node and the first reference node
are conductive to each other.
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4. The DC-DC converter according to claim 2, wherein in
a case where the voltage at the positive voltage terminal is
equal to or higher than the first reference voltage, the control-
ling circuit controls the first switch circuit with the first con-
trolling signal to keep the state where the second node and the
first reference node are conductive to each other.

5. The DC-DC converter according to claim 2, wherein the
controlling circuit randomly changes a period for which the
first node and the first reference node are conductive to each
other by controlling the first switch circuit with the first con-
trolling signal, and randomly changes a period for which the
eighth node and the fourth reference node are conductive to
each other by controlling the fourth switch circuit with the
fourth controlling signal.

6. The DC-DC converter according to claim 1, wherein in
a case of negative voltage generation,

the controlling circuit controls the first to fourth switch

circuits with the first to fourth controlling signals,
thereby

permitting conduction between the first node and the first

reference node and conduction between the eighth node
and the fourth reference node,

then permitting conduction between the fifth node and the

second reference node and conduction between the sev-
enth node and the third reference node, and

then permitting conduction between the third node and the

first reference node and conduction between the ninth
node and the forth reference node.

7. The DC-DC converter according to claim 6, wherein in
a case where the voltage at the negative voltage terminal is
lower than the second reference voltage, the controlling cir-
cuit controls the first and fourth switch circuits with the first
and fourth controlling signals to alternately switch between
the state where the first node and the first reference node are
conductive to each other and the eighth node and the fourth
reference node are conductive to each other and the state
where the third node and the first reference node are conduc-
tive to each other and the ninth node and the fourth reference
node are conductive to each other.

8. The DC-DC converter according to claim 6, wherein in
a case where the voltage at the negative voltage terminal is
equal to or higher than the second reference voltage, the
controlling circuit controls the first and fourth switch circuits
with the first and fourth controlling signals to keep the state
where the third node and the first reference node are conduc-
tive to each other and the ninth node and the fourth reference
node are conductive to each other.

9. The DC-DC converter according to claim 6, wherein the
controlling circuit randomly changes a period for which the
first node and the first reference node are conductive to each
other by controlling the first switch circuit with the first con-
trolling signal, and randomly changes a period for which the
eighth node and the fourth reference node are conductive to
each other by controlling the fourth switch circuit with the
fourth controlling signal.

10. The DC-DC converter according to claim 1, wherein in
a case of negative voltage generation,

the controlling circuit controls the first to fourth switch

circuits with the first to fourth controlling signals,
thereby

permitting conduction between the second node and the

first reference node and the connection between the
eighth node and the fourth reference node,

then permitting conduction between the fifth node and the

second reference node and conduction between the sev-
enth node and the third reference node, and

then permitting conduction between the third node and the

first reference node and conduction between the ninth
node and the fourth reference node.
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11. The DC-DC converter according to claim 10, wherein
in a case where the voltage at the negative voltage terminal is
lower than the second reference voltage, the controlling cir-
cuit controls the first switch circuit with the first controlling
signal to alternately switch between the state where the sec-
ond node and the first reference node are conductive to each
other and the eighth node and the fourth reference node are
conductive to each other and the state where the third node
and the first reference node are conductive to each other and
the ninth node and the fourth reference node are conductive to
each other.

12. The DC-DC converter according to claim 10, wherein
in a case where the voltage at the negative voltage terminal is
equal to or higher than the second reference voltage, the
controlling circuit controls the first switch circuit with the
first controlling signal to keep the state where the third node
and the first reference node are conductive to each other and
the fourth node and the fourth reference node are conductive
to each other.

13. The DC-DC converter according to claim 10, wherein
the controlling circuit randomly changes a period for which
the second node and the first reference node are conductive to
each other by controlling the first switch circuit with the first
controlling signal, and randomly changes a period for which
the eighth node and the fourth reference node are conductive
to each other by controlling the fourth switch circuit with the
fourth controlling signal.

14. The DC-DC converter according to claim 1, wherein
the fourth switch circuit is configured to permit conduction
between the fourth reference node and any one of the eighth
node, the ninth node and a tenth node connected to the posi-
tive voltage terminal in response to the fourth controlling
signal.

15. The DC-DC converter according to claim 14, wherein
in a case of positive voltage generation,

the controlling circuit controls the first to fourth switch

circuits with the first to fourth controlling signals,
thereby
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permitting conduction between the first node and the first
reference node and conduction between the tenth node
and the fourth reference node,

then permitting conduction between the fourth node and

the second reference node and conduction between the
sixth node and the third reference node, and

then permitting conduction between the second node and

the first reference node and conduction between the
eighth node and the forth reference node.

16. The DC-DC converter according to claim 15, wherein
in a case where the voltage at the positive voltage terminal is
lower than the first reference voltage, the controlling circuit
controls the first and fourth switch circuits with the first and
fourth controlling signals to alternately switch between the
state where the first node and the first reference node are
conductive to each other and the tenth node and the fourth
reference node are conductive to each other and the state
where the second node and the first reference node are con-
ductive to each other and the eighth node and the fourth
reference node are conductive to each other.

17. The DC-DC converter according to claim 15, wherein
in a case where the voltage at the positive voltage terminal is
equal to or higher than the first reference voltage, the control-
ling circuit controls the first and fourth switch circuits with
the first and fourth controlling signals to keep the state where
the second node and the first reference node are conductive to
each other and the eighth node and the fourth reference node
are conductive to each other.

18. The DC-DC converter according to claim 15, wherein
the controlling circuit randomly changes a period for which
the first node and the first reference node are conductive to
each other and a period for which the tenth node and the
fourth reference node are conductive to each other by con-
trolling the first and fourth switch circuits with the first and
fourth controlling signals.

19. The DC-DC converter according to claim 1, wherein
the first reference voltage is equal to the absolute value of the
second reference voltage.
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